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Information for File #MVP-2006-04146-LMG 
 
Applicant:  St. Paul Port Authority    

Corps Contact:  LeeAnn Glomski  

Address:  180 Fifth Street East, Suite 700, St. Paul, Minnesota 55101-1678    

E-Mail:  LeeAnn.M.Glomski@usace.army.mil  

Phone:  (651) 290-5324 

County:  Ramsey  

Section:  23   

Township:  28 North  

Range:  22 West   

Information Complete On:  April 19, 2016 

Posting Expires On:  May 5, 2016 

Authorization Type:  LOP-05-MN 

This application is being reviewed in accordance with current practices for documenting Corps 
jurisdiction under Section(s) 9 & 10 of the Rivers and Harbor Act of 1899 and Section 404 of the 
Clean Water Act.  If an approved jurisdictional determination is completed as part of the review 
process for this application, a copy will be posted on the St. Paul District web page at the 
following link: http://www.mvp.usace.army.mil/Missions/Regulatory.aspx.   
 
Project Description  

 
The St. Paul Port Authority is proposing to discharge 0.33 acre of fill material below the plane of 
the ordinary high water along 830 linear feet of the Mississippi River.  The work will be 
conducted in association with stabilizing the river bank near the Barton-Tiller facility in the Red 
Rock Terminal. 

   
Federally Listed Threatened and Endangered Species 
 
According to the USFWS Midwest Region website, which was checked on March 29, 2016, the 
Northern long-eared bat (threatened), Higgins eye pearlymussel (endangered), snuffbox 
(endangered), and winged mapleleaf (endangered) are found in Ramsey County, Minnesota. 
  

http://www.mvp.usace.army.mil/Missions/Regulatory.aspx
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Historic Properties 
 
The latest version of the National Register of Historic Places has been consulted and no listed 
properties (known to be eligible for inclusion, or included in the Register) are located in the 
project area. 
 
Drawings  
 
See attached MVP-2006-04146-LMG, Page 1 of 10 through Page 10 of 10. 



CA
DD

 U
SE

R:
 R

an
da

l F
IL

E:
 C

:\
U

SE
RS

\R
AN

DA
L\

DR
O

PB
O

X\
PR

O
JE

CT
S\

15
03

01
 - 

SP
PA

 R
ED

 R
O

CK
 T

ER
M

IN
AL

 - 
RI

CK
 V

O
IG

T\
W

O
RK

IN
G

 F
IL

ES
\C

AD
\D

W
G

\P
LA

N
 S

H
EE

TS
\C

O
VE

R-
CX

.D
W

G
 P

LO
T 

SC
AL

E:
 1

:1
 P

LO
T 

DA
TE

: 4
/1

5/
20

16
 1

:0
0 

PM

DRAWN BY

CHECKED BY

JOB NO.

DATE

REVISIONS  BY

SHEET

LMM

RAT

09-24-2015

150301

I H
ER

EB
Y 

C
ER

TI
FY

 T
H

AT
 T

H
IS

PL
AN

 O
R

 S
PE

C
IF

IC
AT

IO
N

 W
AS

PR
EP

AR
ED

 B
Y 

M
E 

O
R

 U
N

D
ER

 M
Y

D
IR

EC
T 

SU
PE

R
VI

SI
O

N
 A

N
D

 T
H

AT
 I

AM
 A

 D
U

LY
 R

EG
IS

TE
R

ED
 C

IV
IL

EN
G

IN
EE

R
 U

N
D

ER
 T

H
E 

LA
W

S 
O

F
TH

E 
ST

AT
E 

O
F 

M
IN

N
ES

O
TA

C
O

VE
R

 S
H

EE
T

R
IV

ER
 B

AN
K 

FA
IL

U
R

E
SA

IN
T 

PA
U

L 
PO

R
T 

AU
TH

O
R

IT
Y

D
IS

AS
TE

R
 N

O
. D

R
-4

18
2-

M
N

COVER

81
7 

19
TH

 A
V

EN
U

E 
N

O
R

TH
SO

U
TH

 S
T.

 P
A

U
L,

 M
N

 5
50

75
PH

O
N

E:
 9

52
-2

92
-8

48
6

V
O

IG
T 

C
O

N
SU

LT
A

N
TS

, L
LC

R
ED

 R
O

C
K 

TE
R

M
IN

AL

SBI

N

BARTON - TILLER
PROJECT LOCATION

NOT FOR CONSTRUCTION

RED ROCK TERMINAL
RIVER BANK FAILURE

ST. PAUL PORT AUTHORITY
DISASTER NO. DR-4182-MN

SURVEY PROVIDED BY:  BOHLEN SURVEYING & ASSOCIATES
 TELEPHONE # 952-895-9212

SURVEY IS IN NAVD88 AND IN WASHINGTON COUNTY NAD83 (2011 ADJUSTED)

NOT TO SCALE

SHEET INDEX

COVER SHEET

C1B EXISTING CONDITIONS & REMOVALS

C4B STABILIZATION PLAN
C5-C7 DETAILS
C8 TYPICAL SECTION
C9-C12 CROSS SECTIONS

C1A EXISTING CONDITIONS & REMOVALS

C2A EROSION CONTROL
C2B EROSION CONTROL

C3A SITE & GRADING PLAN
C3B SITE & GRADING PLAN
C4A STABILIZATION PLAN

PROJECT LOCATION
ST. PAUL, MINNESOTA

PROJECT LOCATION
ST. PAUL, MINNESOTA

GOOGLE EARTH IMAGE

LAT 44°53'59.61" N
LONG -93°01'14.14" E

UTM (FEET) ZONE 15 (NAD 83)
N 16311745.386
E   1635082.093

UTM (METERS) ZONE 15 (NAD 83)
N 4971811
E   498366
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EROSION CONTROL NOTES:

1. INSTALL PERIMETER EROSION CONTROL AT THE LOCATIONS SHOWN ON THE PLANS PRIOR TO THE

COMMENCEMENT OF ANY LAND DISTURBANCE OR CONSTRUCTION ACTIVITIES.

2. MAINTAIN ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES IN PLACE UNTIL THE CONTRIBUTING

DRAINAGE AREA HAS BEEN STABILIZED. INSPECT TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES ON

A DAILY BASIS AND REPLACE DETERIORATED, DAMAGED, OR ROTTED EROSION CONTROL DEVICES

IMMEDIATELY.

3. CHANGES TO APPROVED EROSION CONTROL PLAN MUST BE APPROVED BY THE EROSION CONTROL

INSPECTOR PRIOR TO IMPLEMENTATION. CONTRACTOR TO PROVIDE INSTALLATION AND DETAILS FOR ALL

PROPOSED ALTERNATE TYPE DEVICES.

NOT FOR CONSTRUCTION
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1. INSTALL PERIMETER EROSION CONTROL AT THE LOCATIONS SHOWN ON THE PLANS PRIOR TO THE

COMMENCEMENT OF ANY LAND DISTURBANCE OR CONSTRUCTION ACTIVITIES.

2. MAINTAIN ALL TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES IN PLACE UNTIL THE CONTRIBUTING

DRAINAGE AREA HAS BEEN STABILIZED. INSPECT TEMPORARY EROSION AND SEDIMENT CONTROL DEVICES ON

A DAILY BASIS AND REPLACE DETERIORATED, DAMAGED, OR ROTTED EROSION CONTROL DEVICES

IMMEDIATELY.

3. CHANGES TO APPROVED EROSION CONTROL PLAN MUST BE APPROVED BY THE EROSION CONTROL

INSPECTOR PRIOR TO IMPLEMENTATION. CONTRACTOR TO PROVIDE INSTALLATION AND DETAILS FOR ALL

PROPOSED ALTERNATE TYPE DEVICES.
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STABILIZATION NOTES:

1. INSTALL 4" LAYER OF TOPSOIL BORROW (MNDOT 3877-B)

2. THEN SEED WITH SANDY GENERAL ROADSIDE SEED MIX PER

MN STATE SEED MIX 25-121 AT RATE OF 61 LBS./ACRE

3. THEN INSTALL COCUNUT/WOOD FIBER BLANKETS OVER

SEEDED AREA AND SECURE IN PLACE WITH 6-INCH

BIODEGRADABLE STEEL U-STAPLES (SEE STABILIZATION

DETAIL, SHEET C6).

LEGEND:

DENOTES TOPSOIL AREA REQUIRING

STABILIZATION

DENOTES BIOLOG

NOT FOR CONSTRUCTION
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STABILIZATION NOTES:

1. INSTALL 4" LAYER OF TOPSOIL BORROW (MNDOT 3877-B)
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GENERAL NOTE:
SEE SECTION DETAILS 4.0, 5.0, AND 6.0 ON SHEET C5 FOR RIP RAP

AND SOIL SECTIONS.
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