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MVP-R      
 
 
MEMORANDUM FOR RECORD  
 
SUBJECT: US Army Corps of Engineers (Corps) Approved Jurisdictional Determination 
in accordance with the “Revised Definition of ‘Waters of the United States’”; (88 FR 
3004 (January 18, 2023) as amended by the “Revised Definition of ‘Waters of the 
United States’; Conforming” (8 September 2023) ,1 MVP-2026-00688-RJH (MFR 1 of 
1)2  
 
BACKGROUND. An Approved Jurisdictional Determination (AJD) is a Corps document 
stating the presence or absence of waters of the United States on a parcel or a written 
statement and map identifying the limits of waters of the United States on a parcel. 
AJDs are clearly designated appealable actions and will include a basis of JD with the 
document.3 AJDs are case-specific and are typically made in response to a request. 
AJDs are valid for a period of five years unless new information warrants revision of the 
determination before the expiration date or a District Engineer has identified, after public 
notice and comment, that specific geographic areas with rapidly changing 
environmental conditions merit re-verification on a more frequent basis.4 
 
On January 18, 2023, the Environmental Protection Agency (EPA) and the Department 
of the Army (“the agencies”) published the “Revised Definition of ‘Waters of the United 
States,’” 88 FR 3004 (January 18, 2023) (“2023 Rule”). On September 8, 2023, the 
agencies published the “Revised Definition of ‘Waters of the United States’; 
Conforming”, which amended the 2023 Rule to conform to the 2023 Supreme Court 
decision in Sackett v. EPA, 598 U.S., 143 S. Ct. 1322 (2023) (“Sackett”). 
 
This Memorandum for Record (MFR) constitutes the basis of jurisdiction for a Corps 
AJD as defined in 33 CFR §331.2. For the purposes of this AJD, we have relied on 
Section 10 of the Rivers and Harbors Act of 1899 (RHA),5 the 2023 Rule as amended, 

 
1 While the Revised Definition of “Waters of the United States”; Conforming had no effect on some 
categories of waters covered under the CWA, and no effect on any waters covered under RHA, all 
categories are included in this Memorandum for Record for efficiency. 
2 When documenting aquatic resources within the review area that are jurisdictional under the Clean 
Water Act (CWA), use an additional MFR and group the aquatic resources on each MFR based on the 
TNW, the territorial seas, or interstate water that they are connected to. Be sure to provide an identifier to 
indicate when there are multiple MFRs associated with a single AJD request (i.e., number them 1, 2, 3, 
etc.). 
3 33 CFR 331.2. 
4 Regulatory Guidance Letter 05-02. 
5 USACE has authority under both Section 9 and Section 10 of the Rivers and Harbors Act of 1899 but for 
convenience, in this MFR, jurisdiction under RHA will be referred to as Section 10. 
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as well as other applicable guidance, relevant case law, and longstanding practice in 
evaluating jurisdiction. 
 
1. SUMMARY OF CONCLUSIONS. 
 

a. Provide a list of each individual feature within the review area and the 
jurisdictional status of each one (i.e., identify whether each feature is/is not a 
water of the United States and/or a navigable water of the United States). 

 

 
 
 
 

2. REFERENCES. 
 

a. “Revised Definition of ‘Waters of the United States,’” 88 FR 3004 (January 18, 
2023) (“2023 Rule”)  
 

b.  “Revised Definition of ‘Waters of the United States’; Conforming” 88 FR 61964 
(September 8, 2023)) 
 

c. Sackett v. EPA, 598 U.S. 651, 143 S. Ct. 1322 (2023) 
 

d. Memorandum To the Field Between the U.S. Department Of The Army, U.S. 
Army Corps Of Engineers And The U.S. Environmental Protection Agency 
Concerning The Proper Implementation Of ‘Continuous Surface Connection’ 
Under The Definition Of “Waters Of The United States” Under The Clean Water 
Act” (March 12, 2025) 

 
3. REVIEW AREA. 

a. Project Are Size (in acres): 6 
b. Location Description: The project/review area is located in Section 12, 

Township 021N, Range 018E, Outagamie County, Wisconsin. 
c. Center Coordinates of the Project Site (in decimal degrees)  

Latitude: 44.308210 Longitude: -88.264370 
d. Nearest City or Town: Kaukauna 
e. County: Outagamie 
f. State: Wisconsin 
g. Other associated Jurisdictional Determinations (including outcomes):NA 

 

Name of Aquatic Resource JD or Non-JD Section 404/Section 10 

Wetland 2 Non-Jurisdictional NONE 
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4. NEAREST TRADITIONAL NAVIGABLE WATER (TNW), THE TERRITORIAL SEAS, 
OR INTERSTATE WATER TO WHICH THE AQUATIC RESOURCE IS 
CONNECTED. [NA]6  

 
5. FLOWPATH FROM THE SUBJECT AQUATIC RESOURCES TO A TNW, THE 

TERRITORIAL SEAS, OR INTERSTATE WATER. [NA] 
 
6. SECTION 10 JURISDICTIONAL WATERS7: Describe aquatic resources or other 

features within the review area determined to be jurisdictional in accordance with 
Section 10 of the Rivers and Harbors Act of 1899. Include the size of each aquatic 
resource or other feature within the review area and how it was determined to be 
jurisdictional in accordance with Section 10.8  
N/A 
 

7. SECTION 404 JURISDICTIONAL WATERS: Describe the aquatic resources within 
the review area that were found to meet the definition of waters of the United States 
in accordance with the 2023 Rule as amended, consistent with the Supreme Court’s 
decision in Sackett. List each aquatic resource separately, by name, consistent with 
the naming convention used in section 1, above. Include a rationale for each aquatic 
resource, supporting that the aquatic resource meets the relevant category of 
“waters of the United States” in the 2023 Rule as amended. The rationale should 
also include a written description of, or reference to a map in the administrative 
record that shows, the lateral limits of jurisdiction for each aquatic resource, 
including how that limit was determined, and incorporate relevant references used. 
Include the size of each aquatic resource in acres or linear feet and attach and 
reference related figures as needed.  
 
a. Traditional Navigable Waters (TNWs) (a)(1)(i): N/A 

 
b. The Territorial Seas (a)(1)(ii): N/A 

 
6 This MFR should not be used to complete a new stand-alone TNW determination. A stand-alone TNW 
determination for a water that is not subject to Section 9 or 10 of the Rivers and Harbors Act of 1899 
(RHA) is completed independently of a request for an AJD. A stand-alone TNW determination is 
conducted for a specific segment of river or stream or other type of waterbody, such as a lake, where 
upstream or downstream limits or lake borders are established. 
7 33 CFR 329.9(a) A waterbody which was navigable in its natural or improved state, or which was 
susceptible of reasonable improvement (as discussed in § 329.8(b) of this part) retains its character as 
“navigable in law” even though it is not presently used for commerce, or is presently incapable of such 
use because of changed conditions or the presence of obstructions. 
8 This MFR is not to be used to make a report of findings to support a determination that the water is a 
navigable water of the United States. The district must follow the procedures outlined in 33 CFR part 
329.14 to make a determination that water is a navigable water of the United States subject to Section 10 
of the RHA. 
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c. Interstate Waters (a)(1)(iii): N/A 

 
d. Impoundments (a)(2): N/A 

 
e. Tributaries (a)(3): N/A 

 
f. Adjacent Wetlands (a)(4): N/A 
g. Additional Waters (a)(5): N/A 

 
8. NON-JURISDICTIONAL AQUATIC RESOURCES AND FEATURES  

 
a. Describe aquatic resources and other features within the review area identified in 

the 2023 Rule as amended as not “waters of the United States” even where they 
otherwise meet the terms of paragraphs (a)(2) through (5). Include the type of 
excluded aquatic resource or feature, the size of the aquatic resource or feature 
within the review area and describe how it was determined to meet one of the 
exclusions listed in 33 CFR 328.3(b).9  [N/A] 
 

b. Describe aquatic resources and features within the review area that were 
determined to be non-jurisdictional because they do not meet one or more 
categories of waters of the United States under the 2023 Rule as amended (e.g., 
tributaries that are non-relatively permanent waters; non-tidal wetlands that do 
not have a continuous surface connection to a jurisdictional water).  
 
We have reviewed and evaluated the historical photography, Google Earth 
photography, Google Street View, soil mapping, and the information submitted by 
the applicant for the following wetlands: 
 

o Wetland 2 
 

Wetland 2 is a small depressional wet meadow wetland situated within an 
agricultural field. The boundary of Wetland 2 distinctly follows a topographic 
break, which corresponds with shifts in vegetation. Based on LiDAR and aerial 
review, Wetland 2 is entirely surrounded by uplands and does not abut any other 
waterbody. 
 
There is one mapped stream feature, an unnamed tributary to Apple Creek. The 
unnamed tributary is located approximately 134 feet North of Wetland 2. Wetland 
2 does not abut this tributary or any other relatively permanent water. 

 
9 88 FR 3004 (January 18, 2023) 
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Wetland 2 is not a traditionally navigable waters (TNWs), territorial seas, or 
interstate waters, and does not meet the criteria for (a)(1) waters. Wetland 2 
does not physically abut a relatively permanent water, is not located within a 
paragraph (a)(2) impoundment, and is not adjacent to a jurisdictional (a)(3) 
tributary. As non-tidal wetlands that do not meet the definition of “adjacent,” 
Wetland 2 cannot be evaluated under paragraph (a)(4). Therefore, under the 
2023 Revised Definition of “Waters of the United States” (Conforming Rule, 88 
FR 61964), Wetland 2 is not considered jurisdictional. 

 
9. DATA SOURCES. List sources of data/information used in making determination. 

Include titles and dates of sources used and ensure that information referenced is 
available in the administrative record. 
 
a. [Office evaluation conducted August 18, 2026]  

 
b. [National Regulatory Viewer – USA Soils Hydric Class layer, National Wetland 

Inventory layer, Hillshade layer and DEM layer accessed on August 18, 2026.] 
 

c. [Wetland Delineation Report, prepared by Davel Engineering & Environmental 
dated July 2026] 

 
10. OTHER SUPPORTING INFORMATION. [N/A.]  
 
11. NOTE: The structure and format of this MFR were developed in coordination with 

the EPA and Department of the Army. The MFR’s structure and format may be 
subject to future modification or may be rescinded as needed to implement 
additional guidance from the agencies; however, the approved jurisdictional 
determination described herein is a final agency action. 
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Planned Sediment and Erosion Control Practices
All erosion control practices shall be in place prior to disturbing the site. Post municipal and/or DNR Certificate
of Permit Coverage onsite and maintain until construction activities have ceased and the site is stabilized.
Keep a copy of the erosion control plan onsite throughout the duration of construction. All sediment and
erosion control devices and methods shall be in accordance with DNR Technical Standards and the WisDOT
Erosion Control Product Acceptability Lists (PAL). It is the responsibility of the Contractor to minimize the area
disturbed and the duration of the disturbance.  Erosion control measures shall be maintained on a continuing
basis until the site is permanently stabilized.  Erosion controls must be in place at the end of each work day
with all off-site sediments being cleaned daily or as necessary. Sediment flushing is not allowed.

1) Diverting Flow
a) Permanent Diversion - Intended to divert runoff around disturbed areas to a location where the water

can be discharged without adversely impacting the receiving area or channel.  Permanent diversions
will be used to route runoff to the swales, storm inlets, and public rights-of-way.

b) Temporary Diversion - Intended to divert runoff around disturbed areas to a location where the water
can be discharged without adversely impacting the receiving area or channel.  Unlike a permanent
diversion, the temporary diversion will be removed upon the completion of the project.  Temporary
diversions will be used upslope of any soil piles to reduce the amount of sediment transported. All
diversions shall be installed and maintained in accordance with DNR Technical Standard 1066.

2) Overland Flow
a) Silt Fence - Intended to provide a temporary barrier to the transportation of sediment offsite.  Silt

fence also reduces the velocity of sheet flow; thereby reducing the erosion potential of flowing water.
Silt fencing is not to be used in areas of channelized flow and sediment deposits shall be removed
when a 6-inch depth is reached.  The silt fence shall be repaired or replaced as necessary to
maintain a barrier.  All Silt Fence shall be installed and maintained in accordance with DNR
Technical Standard 1056.  It will be placed at the following locations:
· along the site boundary where runoff will leave the site;
· along a contour of similar elevation located downslope of a disturbed drainage area;
· at the toe of soil piles if the pile will remain in place for more than seven (7) days.

b) Interim Manufactured Perimeter Control and Slope Interruption Products - Intended to detain or slow
the flow of sediment-laden sheet flow runoff from small areas of disturbed soil, most commonly in
the form of a sediment log.  Sediment logs and other slope interruption products shall be installed
and maintained in accordance with DNR Technical Standard 1071.

c) Temporary Grading Practices for Erosion Control - Intended to minimize erosion and sediment
transport during grading operations on construction sites. Stage construction grading activities to
minimize the cumulative exposed area.  Conduct temporary grading for erosion control per DNR
Technical Standard 1067.

d) Mulching and Erosion Mat - Intended to reduce the amount of erosion caused by raindrop impact,
high overland and concentrated flow velocities, and assist the establishment of both temporary and
permanent vegetation.  All Erosion Mat shall be installed and maintained in accordance with DNR
Technical Standards 1052 and 1053 and all Mulching with DNR Technical Standard 1058.  In
addition to mulching, Erosion Mat is required per plan with installation per manufacturer
specifications.

e) Seeding - Seeding will be used on all disturbed areas within seven days of the completion of the
activity that will disturb the area.  All seeding shall be in accordance with DNR Technical Standard
1059. Seed Mixture 30 (per WisDOT Specifications, Section 630) shall be applied at 5 pounds per
1,000 square feet for permanent seeding prior to September 15th. If required, temporary seeding
shall consist of Oats, Rye, Winter Wheat, and/or Annual Ryegrass applied at rates and during the
season specified by the Technical Standard, but no later than November 1st.  Sod placement may
occur at any time sod is available and the sod and soil are not frozen.

3) Trapping Sediment in Channelized Flow
a) Ditch Checks - Intended to settle suspended sediment in channelized flow by reducing the flow

velocity.  All Ditch Checks shall be installed and maintained in accordance with DNR Technical
Standard 1062.  Ditch Checks will be used where indicated on the plan as specified diameter
sediment logs, or specified height stone or straw checks.  Additional ditch checks may be required in
areas where erosion is occurring.

4) Permanent Channel Stabilization
a) Armored Waterway - Intended to establish a non-erosive lining in the channel to prevent erosion.

This can be accomplished using riprap.  Riprap will be used in the following areas:
· pipe outfalls as indicated on the plans

b) Vegetated Waterway - Intended to establish permanent vegetation to reduce the velocity of
concentrated runoff thereby protecting the waterway from erosion.  The type of erosion mat used will
depend upon the velocity of the runoff in the channel and are specified in accordance with DOT
Erosion Control Product Acceptability Lists (PAL).  Vegetated waterways will be used in the following
areas:
· drainage swales as indicated on the plans

5) Inlet Protection Barriers - Intended to prevent the sedimentation of storm water conveyance structures.
All Inlet Protection Barriers shall be installed and maintained in accordance with DNR Technical
Standard 1060.  As required, inlet protection barriers will be used at all storm sewer inlets as indicated
on the plans.  Type D-HR or D-M inlet protection shall be installed and maintained at all storm sewer
surface inlets during construction.

6) Stone Tracking Pad - Intended to reduce the amount of sediment transported onto public roads.  The
Tracking Pad shall be installed and maintained in accordance with DNR Technical Standard 1057.  A
tracking pad will be constructed at the site entrance with daily maintenance to remove any sediment
accumulation on the existing driveway.

7) Dust Control - Intended to reduce surface to air transport of dust during construction.  Dust control shall
be implemented with use of methods provided in DNR Technical Standard 1068.  These methods
include the use of polymers, seeding, and mulch.

8) Dewatering BMP - Intended to reduce the amount of sediment conveyed due to dewatering practices.
Dewatering practices require compliance with DNR Technical Standard 1061.
a) If dewatering is required, the contractor will need to direct the discharge to a stable outlet.  The

pump shall discharge into a Type 1 Sediment Bag. The bag shall discharge to the treatment
channel.  The treatment channel shall consist of the following:
· A flat bottom that is six-feet wide
· Length not less than fifty-feet.  Actual length required to be determined by onsite soil test.
· Lined with a woven separation fabric covered by jute netting.
· Flocculants shall be placed in the channel perpendicular to the direction of flow.  Spacing to be

determined by onsite testing.
b) Prior to dewatering, a qualified contractor shall perform the sediment testing and select the proper

flocculants and determine the necessary length of the treatment channel.
c) Upon completion of the dewatering operation, all materials must be disposed of properly.  The jute

netting can be buried on site.  The separation fabric must be removed from the site.  Disposal of all
materials shall be in accordance with all state and local requirements.

d) A DNR High Capacity Well Approval may be necessary for dewatering activities that will exceed a
cumulative pump capacity of 70 GPM.

9) Waste Material - All onsite waste and construction materials shall be handled and disposed of properly.
No pavement material, runoff from concrete washout, or other waste material is allowed to enter the
storm sewer system or receiving waters.

Refer to https://dnr.wisconsin.gov/topic/Stormwater/standards/const_standards.html for copies of WDNR
Stormwater Construction Technical Standards.
Sequence of Construction

1) Obtain plan approval and other applicable permits.
2) Install all erosion control measures, strip topsoil. May 2026
3) Construct Pond.  Field inspect and add additional measures if necessary.  May 2026
4) Construct building.  May-June 2026
5) Establish vegetation (lawn and ditch areas) no later than one week after final grade is established.  No

later than June 1, 2026, or immediately upon completion.
6) Watering may be necessary to establish healthy and well rooted vegetation.  Temporary measures shall

be removed once final site stabilization has occurred (greater than 70-percent final vegetative cover).
Note: The dates provided are approximate for construction and subject to weather conditions and overall
project schedule.  Several work items as listed above may occur simultaneously with others.
Maintenance Plan
The contractor is responsible for inspection and maintenance of sediment and erosion control measures until
the project is completed.  The inspections shall be made every seven days or within 24-hours of a rainfall
event of 0.50-inch or greater.  Any practices that are damaged or not working properly shall be repaired by the
end of the day.  Accumulated sediment shall be removed when it has reached a height of one-half the height
of the structure.  In addition, the following measures shall be taken:

1) All seeded areas will be re-seeded and mulched as necessary according to the specifications in the
planned practices to maintain a vigorous, dense vegetated cover.

2) Remove silt fence and temporary structures only after final stabilization and vegetative cover is
established.

3) Avoid the use of fertilizers and pesticides in or adjacent to channels or ditches.
4) Construction and waste materials shall be properly disposed.

Weekly inspection reports shall be maintained by the contractor.  These reports shall document inspections
and maintenance performed.  The date and time of the inspections, the inspector's name, and the status of
construction and any maintenance performed.  Refer to
http://dnr.wi.gov/topic/stormwater/construction/forms.html for a template.  Upon request, the inspection reports
shall be made available to the owner, the engineer, Outagamie County Zoning, or the Wisconsin Department
of Natural Resources.
Responsible Parties
Best Management Practices (BMPs) Construction and Maintenance:

To be determined
Inspection and Compliance Enforcement

Outagamie County Zoning
Wisconsin Department of Natural Resources

MVP-2026-00688-RJH Page 3 of 3

AutoCAD SHX Text
CB

AutoCAD SHX Text
A

AutoCAD SHX Text
Approximate Location Per AT&T Planning Prints

AutoCAD SHX Text
Landscape

AutoCAD SHX Text
Stairs

AutoCAD SHX Text
20' Building Setback (County)

AutoCAD SHX Text
Well

AutoCAD SHX Text
Approximate Location Per AT&T Planning Prints

AutoCAD SHX Text
BM

AutoCAD SHX Text
3

AutoCAD SHX Text
BM

AutoCAD SHX Text
2

AutoCAD SHX Text
25' Building Setback (County)

AutoCAD SHX Text
20' Building Setback (County)

AutoCAD SHX Text
35' Building Setback (County)

AutoCAD SHX Text
Kelso Road ________

AutoCAD SHX Text
Maloney Road __________

AutoCAD SHX Text
C            LL

AutoCAD SHX Text
66'

AutoCAD SHX Text
300' Stream Buffer

AutoCAD SHX Text
300' Stream Buffer

AutoCAD SHX Text
BM 1

AutoCAD SHX Text
CB B

AutoCAD SHX Text
Retaining Wall

AutoCAD SHX Text
Septic

AutoCAD SHX Text
Landscape

AutoCAD SHX Text
Existing Building

AutoCAD SHX Text
FF=716.59'

AutoCAD SHX Text
Existing Building

AutoCAD SHX Text
Existing Building

AutoCAD SHX Text
Existing Building

AutoCAD SHX Text
Existing Building

AutoCAD SHX Text
Ex.Shed

AutoCAD SHX Text
Ex.Shed

AutoCAD SHX Text
Ex. Building

AutoCAD SHX Text
75' OHWM Setback

AutoCAD SHX Text
75' OHWM Setback

AutoCAD SHX Text
Ex.  Building

AutoCAD SHX Text
Lot 3 CSM 3519 ____________ Ronald B. Young II LLC

AutoCAD SHX Text
Lot 2 CSM 4864 ____________ Michelle Blair &  Darrell Bowers

AutoCAD SHX Text
Lot 3 CSM 3519 ____________ Ronald B. Young II LLC

AutoCAD SHX Text
Existing Building

AutoCAD SHX Text
Ex. Concrete

AutoCAD SHX Text
Ex. Concrete

AutoCAD SHX Text
Ex. Asphalt

AutoCAD SHX Text
Ex. Asphalt

AutoCAD SHX Text
Ex. Asphalt

AutoCAD SHX Text
Ex. Asphalt

AutoCAD SHX Text
800

AutoCAD SHX Text
799.9

AutoCAD SHX Text
799

AutoCAD SHX Text
6/4/2026 12:40:25 PM  J:\Projects\9231bui\dwg\Civil 3D\9231Eng.dwg  Printed by: johnathon  J:\Projects\9231bui\dwg\Civil 3D\9231Eng.dwg  Printed by: johnathonJ:\Projects\9231bui\dwg\Civil 3D\9231Eng.dwg  Printed by: johnathon  Printed by: johnathonjohnathon




